CLEANING UP 
To clean up, run water through Evaporator same as sap. Then when the Evaporator is covered with hot 
water, wash it and draw the water off through the drain pipe faucet. Then disconnect the unions, remove front 
pan and rinse it. Raise the front end of heater by placing two bricks, one under each front corner, and then 
rinse the heater until the flush water runs clear out of the drain pipe faucet. This is all the cleaning that the 
inside of the flues will require. 
Before starting each morning, draw off a pail full of sap through the drain pipe. 


CLEANING FLUES OF SOOT 
Much economy results from cleaning soot from the flues often. Use for that purpose the brush we 
furnish with each rig. 


CARE IN STORING 

Do not turn the Evaporator bottom side up. If you do and it gets wet, the soot and ashes form a dan- 
gerous lye (or acid solution) that will soon rust through the very best of metals. 

When through sugaring, remove the drain pipe faucet, uncouple the front pan from the heater, and then 
raise one end of the heater out of the arch enough to place a cross piece, from rail to rail, under the bot- 
tom of flues. Raise the other end and do likewise. Then take the flue brush or something similar and thor- 
oughly clean the outside of the flues. Also, see that any dirt, sticks, or fiberous niter which may have 
accumulated inside the flues (especially the ends nearest the firebox) IS REMOVED, using a piece of stiff 
wire, a file, or something similar. Put a couple of cross pieces (short pieces of boards) across the top of 
the heater and set the front pan, RIGHT SIDE UP, on these cross pieces. 

By storing the evaporator in this way during the time it is not in actual use, you have a good, dry cir- 
culation of air. 

Furthermore, the evaporator during the season that it is not in use, should be properly protected by 
a covering. A cheap covering can easily be made by means of a wooden frame a trifle larger than the 
evaporator and covering this frame with one-ply roofing paper or something similar. 

Never leave the Back Pan down in the arch among the ashes during the off season. 


Helpful Hints for Securing Best Results 
It is impossible to get best results with poor fuel. The all important thing is to have fuel dry. Cut it two 
seasons ahead if possible and keep it under good cover. Sap cannot be expected to evaporate rapidly if water 
hoils out of the wood. Steam should not be in the Arch but outside the Arch. 
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